
 
Pipe Size (m2) 

 
Span (mm) 

 
Rise (mm) 

 
Backfill (m3/m) 

 
68-mm x 13-mm Corrugation Profile  

0.10 
 

430 
 

330 
 

0.10  
0.15 

 
530 

 
380 

 
0.11  

0.20 
 

610 
 

460 
 

0.14  
0.27 

 
710 

 
510 

 
0.16  

0.42 
 

885 
 

610 
 

0.21  
0.60 

 
1060 

 
740 

 
0.31  

0.83 
 

1240 
 

840 
 

0.39  
1.08 

 
1440 

 
970 

 
0.54  

1.37 
 

1620 
 

1100 
 

0.69  
1.68 

 
1800 

 
1200 

 
0.83  

2.03 
 

1950 
 

1320 
 

0.97  
2.42 

 
2100 

 
1450 

 
1.13  

75-mm x 25-mm or 125-mm x 25-mm Corrugation Profile  
1.45 

 
1520 

 
1170 

 
0.68  

1.79 
 

1670 
 

1300 
 

0.81  
2.16 

 
1850 

 
1400 

 
0.94  

2.55 
 

2050 
 

1500 
 

1.12  
2.98 

 
2200 

 
1620 

 
1.28  

3.44 
 

2400 
 

1720 
 

1.48  
3.94 

 
2600 

 
1820 

 
1.69  

4.46 
 

2840 
 

1920 
 

1.98  
5.04 

 
2970 

 
2020 

 
2.10  

5.62 
 

3240 
 

2120 
 

2.48  
6.26 

 
3470 

 
2220 

 
2.80  

6.92 
 

3600 
 

2320 
 

2.96 

 
 

METHOD 2 – STRUCTURE BACKFILL QUANTITIES 
(Deformed Corrugated Interior Pipe) 

 
Figure 17-2W 


